
PIN ATTACHER
Exceeding standard pin attacher capabilities

T
he

 d
is

tr
ib

ut
io

n 
of

 t
hi

s 
do

cu
m

en
t 

is
 n

ot
 p

er
m

it
te

d 
w

it
ho

ut
 e

xp
re

ss
 p

er
m

is
si

on
 –

 0
5.

26



The Pin Attacher meets the pin insertion requirements 
for power electronic modules on DBC substrates and 
at the module level. It supports different pin types that can 
be supplied in loose form. The pins are oriented vertically and 
inserted into the pin housings using force-controlled insertion 
processes. The force profile for each pin is recorded and can 
be provided as part of the traceability data. Up to six heads 
can operate simultaneously.
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The system is equipped with pin attach process specific components out of Infotech‘s Component Matrix:
•	 Up to six fast universal pin assembly heads
•	 Substrate centering station
•	 Integrated force measurement
•	 Bulk goods feeder
•	 Six-fold flipping station
•	 Using IC-900 provides a small foot print with 900 mm x 1200 mm 
•	 Includes all automatic calibration options
•	 Inline capability using trays up to 330 mm in width
•	 Centering station with force table 
•	 Automatic nozzle changer
•	 Insert force capabilities up to 200 N per assembly head*
•	 Bulk goods feeder or tape feeder
•	 And many more 

Throughput*:  
•	 2800 with up to 200 N press-in force
•	 1400 with 200-300 N press-in force
The force profile for every insertion process is logged and can be transferred to any MES-system as part of 
the traceability date.

PIN ATTACHER – EXCEEDING YOUR EXPECTATIONS

MAIN FEATURES

PROCESS STEPS
•	 Load and center work piece carrier with power modules either on substrate level or on module level
•	 Substrate alignment using vision system
•	 Locate correct oriented pins in bulk goods feeder
•	 Pick up six pins from bulk goods feeder
•	 Place six pins simultaneously onto flipper
•	 Flip six pins in simultaneously
•	 Pick six pins simultaneously from flipper
•	 Insert pins using force profiling
•	 Inspection processes of the pin housing before the pin insertion
•	 Upload traceability data to MES-system
•	 3D inspection
•	 Belt feeding

*Depending on the used materials. All values are subject to change.
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